MEM (CL21X) series /\EU{t & B BB 2 BRI BESSR O@)

Miniaturized Metallized Polyester Film Capacitor

JEC

w45 E Construction

R
Dielectric : Polyester Film
B Sk TBRIER
Electrodes Metal Vapor Coating
T FERIREaIEE(UL94V-0)
Epoxy Resin Coating(UL94V-0)
D B4R : 0B H04R
Lead : Tinned Copper Clad Steel Wire
EBRE
Spray Layers

B~ Dimensions Code

B4 | Feature WiEERE A\ | Typical Application
TBH R, MRS ESE [BER. SBRBS (=8)

TAREREE B2 ARER, ITIKERE

SEHER. ®BE/)\. EET. Enk. 8BNS ARARSERE. SR8k hEEBERBER

MRS RET . L2UE. INR—EE
Suitable for blocking, by-pass, coupling, and decoupling
Metallized polyester film, non-inductive wound construction Widely used in filter and low pulse circuits
High dv/dt ability As intermediate circuit capacitors for SMPS, Electronic
Wide capacitance range, small size, and light weight,long life Ballast Inverter
due to self-healing effect
Flame retardation epoxy resin powder coating provides
safety, the identical outer appearance

TR RS IRIZXE Specification Reference Standard GB/T 7332 (IEC 60384-2)
%/&%87) Climatic Category 55/105/21
TERES&E Operation Temperature Range -55°C~105°C ( +85°C~+105°C : decreasing factorl.25% per°C for Ug )
ZBE S B Rated Voltage 63/100/250VDC
BB 24E Capacitance Range 0.001pF~1pF
E A& /R=E Capacitance Tolerance +5%(J)) ~ £10%(K)
fiiE&s B Voltage Proof 1.5UR, 5sec
#8453 Insulation Resistance CR<0.33pFIR=15000MQ ;CR>0.33uFIR=5000 MQ/CAP(uF)
BFEMIEY) Dissipation Factor 1% Max, at 1KHz and 20°C
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MEM (CL21X) series N\t GBH R BERESES

Miniaturized Metallized Polyester Film Capacitor

BmAMIUR~T Dimensions (mm)

63/100VDC (63VAC) 250VDC (140VAQ)
E : E&{LH Part No. S8 W H T P d &% Part No.
0001 | 73|75 |45 | 5 | 05| MEM102#2A-05***+++ 0001 | 73|75 |45 | 5 | 05| MEMI02#2E-05***+++
00015 | 73 | 75 | 45| 5 | 0.5 | MEM152#2A-05***+++ 00015 | 73 | 75 | 45 | 5 | 0.5 | MEM152#2E-05***+++
00022 | 73 | 75 | 45| 5 | 0.5 | MEM222#2A-05***+++ 00022 | 73 | 75 | 45| 5 | 0.5 | MEM222#2E-05***+++
00033 | 73 | 75 | 45 | 5 | 0.5 | MEM332#2A-05***+++ 00033 | 73 | 75 | 45 | 5 | 0.5 | MEM332#2E-05***+++
00047 | 73 | 75 | 45 | 5 | 05 | MEMA472#2A-05%+++ 00047 | 73 | 75 | 45 | 5 | 05 | MEMA72#2E-05%*+++
0.0068 | 73 | 75 | 45 | 5 | 0.5 | MEM682#2A-05***+++ 0.0068 | 73 | 75 | 45 | 5 | 0.5 | MEM682#2E-05***+++
00082 | 73 | 7.5 | 45| 5 | 0.5 | MEM822#2A-05%**+++ 00082 | 73 | 7.5 | 45| 5 | 05 | MEM822#2E-05**+++
0.01 73 | 75|45 | 5 | 05| MEM103#2A-05***+++ 0.01 73 (75|45 | 5 | 0.5 | MEMI103#2E-05***+++
0015 | 73| 8 | 5 | 5 | 0.5 | MEMI53#2A-05**+++ 0015 | 73| 8 | 5 | 5 | 0.5 | MEM153#2E-05***+++
0022 | 73| 8 5 5 | 0.5 | MEM223#2A-05***+++ 0022 | 73| 8 5 5 | 0.5 | MEM223#2E-05***+++
0033 | 73| 8 |45 | 5 | 05 | MEM333#2A-05***+++ 0033 | 73| 8 |45 | 5 | 05| MEM333#2E-05***+++
0047 | 73 |75 |45 | 5 | 05 | MEMA473#2A-05***+++ 0047 | 73| 8 |45 | 5 | 0.5 | MEM473#2E-05***+++
0068 | 73|75 |45 | 5 | 05 | MEM683#2A-05***+++ 0068 |73 ]85| 5 5 | 0.5 | MEM683#2E-05***+++
0082 | 73| 8 5 5 | 0.5 | MEM823#2A-05***+++ 0082 | 73| 9 6 5 | 0.5 | MEM823#2E-05***+++
01 73| 85| 55| 5 | 05| MEMIO4#2A-05***+++ 01 73195 | 65| 5 | 05| MEM104#2E-05***+++
0.15 73| 9 | 55| 5 | 05| MEM154#2A-05***+++ 0.15 73 (10 | 7 5 | 0.5 | MEM154#2E-05***+++
022 [73] 9 |55 5 | 05 | MEM224#2A-05%**+++ 022 |73 [105| 7 | 5 | 05 | MEM224#2E-05%*+++
033 | 73| 9 [55| 5 | 05 | MEM334#2A-05**+++
039 | 73| 9 55| 5 | 05| MEM394#2A-05**+++
047 | 73]95| 6 | 5 | 05| MEMA474#2A-05**+++
068 | 73|10 | 65| 5 | 0.5 | MEM684#2A-05+++
082 |73 | 11| 7 | 5 | 05 | MEM824#2A-05***+++
1 [73)12 75| 5 | 05| MEMLO5#2A-05%*+++

Ti# RBBRE ;- RSIBAR ™ RSIGRERBEDR ; +++RAYEER

Note: # Capacitance tolerance code ;

AN BRRGHRBATERRBA, U LBREFRUSE, UBKRIRBERE

- Forming lead shapes

. ***% 1ead length and packaging ;

+++ Internal use

Note: Design, specifications are subject to change without notice, the above parameters for reference only, see the approval sheet for details.

T TR KRBT

Note: Special size or items on request.
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