25D~32D Series & PHE R ELEES
Disc Type Varistor For Lightning Protection ﬁ ®
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#B25 2 Insulation Coating
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Si® Electrode
ST Zine Oxide
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BR 1% Dimensions Code
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B4 | Feature

WiEEBASE | Typical Application
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High energy handling capability Power suppliers for OA, FA, telecommunication or
Large withstanding peak current industrial equipment

Common terminals for electrical connection and mounting Power strips

Transient voltage surge suppressor units

4EBE#E12 Technical Data

ISR~ Model Size ®25mm ~ & 32mm
TE/hERE58E Operating /Storage Temperature -40°C ~ +85°C/-40°C ~ +125°C
iR E Withstanding Surge Current: 15000~25000A
BT Approved Monogram UL ® 25D/32D; CUL® 32D
OB T2 RAER B S BRAHHIS R
/S.%eﬁrgfg Maximun Allowable Voltage Varistor Voltage Maximun Clamping Voltage
AC rms(V) DC(V) in. Vb(Vdc) : Ve(V) Ip(A)

25D~32D 130~1000 170~1465 185~1620 200~1800 225~1980 330~2970 150~200

RS E N MmSE Approvals Standard And File No.

TERIR2E BEM ISR

Related Standard Certificate No. Part No.

UL (USA) UL1449 E486000 25D201K~32D182K

“\@
CSA(Canada) UL1449 E486000 32D201K~32D182K ‘s p
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25D Series B PHBREEES

Disc Type Varistor For Lightning Protection

BE R Electrical Characteristics

BAMMTOBER REE/ME SAEESRM8/20uS S IR RYER BAIRBIER E58
ERAlg Maximum Allowable ~ Energy Withstanding Rated POWER Varistor Max Clamping Capacitance
Part No. Voltage 10/1000uS Surge Current Voltage Voltage E =)

ACrms(V)  DC(V) ) 1 Time(A) (W) AT ImA(V) AT 150A(V) 1KHz(pF)

25D201K 130 170 155 15000 12 200(185-225) 330 3200
25D221K 140 180 170 15000 12 220(198-242) 360 2900
25D241K 150 200 190 15000 12 240(216-264) 395 2650
25D271K 175 225 210 15000 12 270(243-297) 455 2400
25D301K 190 250 220 15000 12 300(270-330) 505 2100
25D331K 210 275 230 15000 12 330(297-363) 550 1900
25D361K 230 300 245 15000 1.2 360(324-396) 595 1750
25D391K 250 320 300 15000 12 390(351-429) 650 1600
25D431K 275 350 335 15000 12 430(387-473) 710 1500
25D471K 300 385 385 15000 12 470(423-517) 775 1400
25D511K 320 415 420 15000 12 510(459-561) 845 1250
25D561K 350 460 420 15000 12 560(504-616) 920 1150
25D621K 385 505 425 15000 12 620(558-682) 1025 1050
25D681K 420 560 430 15000 12 680(612-748) 1120 950
25D751K 460 615 460 15000 12 750(675-825) 1240 850
25D781K 485 640 485 15000 12 780(702-858) 1290 830
25D821K 510 670 505 15000 12 820 (738-902) 1355 800
25D911K 550 745 560 15000 12 910 (819-1001) 1500 700
25D102K 625 825 620 15000 1.2 1000(900-1100) 1650 650
25D112K 680 895 685 15000 12 1100(990-1210) 1815 600
25D152K 900 1200 950 15000 12 1500(1350-1650) 2475 475
25D182K 1000 1465 1100 15000 12 1800(1620-1980) 2970 400
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Note: Specifications given herein may be changed at any time without prior notice. Please confirm technical specifications before you order and/or use.
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25D Series B PHBREEES

Disc Type Varistor For Lightning Protection

B/~ Dimensions(mm)

Standard Type B Type C Type
D
; a
| |
| /JE
F <]} ]
L d
I BEBMERIRBPLPEREE, ARIEEIR, B/C/D BIBIRAE W AESHR, B S BRI
Note: The shape of conductive electrode can be customized. As space is limited, the detailed B/C/D type won't be
described here, Contact us for further information.

miZ¥ERUStandard Type

it :
Part No. D Max. H Max. L min. F+0.8 d +£0.05 T Max.
25D182K 27.0 31.0 20.0 10.0 1.0 125
25D152K 27.0 31.0 20.0 10.0 1.0 11.0
25D112K 27.0 31.0 20.0 10.0 1.0 8.5
25D102K 27.0 31.0 20.0 10.0 1.0 7.8
25D911K 270 310 20.0 10.0 1.0 7.6
25D821K 27.0 31.0 20.0 10.0 1.0 7.2
25D781K 270 310 20.0 10.0 1.0 6.8
25D751K 27.0 31.0 20.0 10.0 1.0 6.5
25D681K 27.0 310 20.0 10.0 1.0 6.4
25D621K 27.0 31.0 20.0 10.0 1.0 6.4
25D561K 27.0 31.0 20.0 10.0 1.0 6.2
25D511K 27.0 31.0 20.0 10.0 1.0 5.8
25D471K 27.0 31.0 20.0 10.0 1.0 5.6
25D431K 27.0 31.0 20.0 10.0 1.0 53
25D391K 27.0 31.0 20.0 10.0 1.0 51
25D361K 27.0 31.0 20.0 10.0 1.0 5.0
25D331K 270 310 20.0 10.0 1.0 4.8
25D301K 27.0 31.0 20.0 10.0 1.0 4.7
25D271K 27.0 310 20.0 10.0 1.0 45
25D241K 27.0 31.0 20.0 10.0 1.0 43
25D221K 27.0 310 20.0 10.0 1.0 4.2
25D201K 27.0 31.0 20.0 10.0 1.0 41
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Note: Specifications given herein may be changed at any time without prior notice. Please confirm technical specifications before you order and/or use.
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32D Series B BH BRI EBLE2S

Disc Type Varistor For Lightning Protection

BE R Electrical Characteristics

BAMTOBER REE/ME SAREEMS/20LS o KEBETNR RYER BAIRBIER E58
ERAlg Maximum Allowable ~ Energy Withstanding REaitec; %WER Varistor Max Clamping Capacitance
Part No. Voltage 10/1000uS Surge Current Voltage Voltage E =)
ACrms(V)  DC(V) ) 1 Time(A) (W) AT ImA(V) AT 200A(V) 1KHz(pF)
32D201K 130 170 215 25000 14 200(185-225) 330 5200
32D221K 140 180 235 25000 14 220(198-242) 360 5150
32D241K 150 200 245 25000 14 240(216-264) 395 5100
32D271K 175 225 260 25000 14 270(243-297) 455 4800
32D301K 190 250 275 25000 14 300(270-330) 505 4550
32D331K 210 275 295 25000 14 330(297-363) 550 4300
32D361K 230 300 305 25000 14 360(324-396) 595 3900
32D391K 250 320 335 25000 14 390(351-429) 650 3200
32D431K 275 350 365 25000 14 430(387-473) 710 3100
32D471K 300 385 390 25000 14 470(423-517) 775 2800
32D511K 320 415 440 25000 14 510(459-561) 845 2700
32D561K 350 460 490 25000 14 560(504-616) 920 2550
32D621K 385 505 540 25000 14 620(558-682) 1025 2400
32D681K 420 560 540 25000 14 680(612-748) 1120 2200
32D751K 460 615 590 25000 14 750(675-825) 1240 2000
32D781K 485 640 620 25000 14 780(702-858) 1290 1900
32D821K 510 670 655 25000 14 820 (738-902) 1355 1800
32D911K 550 745 726 25000 14 910 (819-1001) 1500 1300
32D102K 625 825 795 25000 14 1000(900-1100) 1650 1200
32D112K 680 895 875 25000 14 1100(990-1210) 1815 1100
32D152K 900 1200 1000 25000 14 1500(1350-1650) 2475 750
32D182K 1000 1465 1300 25000 14 1800(1620-1980) 2970 650
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Note: Specifications given herein may be changed at any time without prior notice. Please confirm technical specifications before you order and/or use.
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32D Series B BH BRI EBLE2S

Disc Type Varistor For Lightning Protection

B/~ Dimensions(mm)

Standard Type B Type C Type
D
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I BEBMERIRBPLPEREE, ARIEEIR, B/C/D BIBIRAE W AESHR, B S BRI
Note: The shape of conductive electrode can be customized. As space is limited, the detailed B/C/D type won't be
described here, Contact us for further information.

miZ¥ERUStandard Type

it :
Part No. D Max. H Max. L min. F+0.8 d +£0.05 T Max.
32D182K 340 39.0 25.0 10.0 12 125
32D152K 34.0 39.0 25.0 10.0 12 11.0
32D112K 34.0 39.0 25.0 10.0 12 8.5
32D102K 34.0 39.0 25.0 10.0 12 7.8
32D911K 34.0 39.0 250 10.0 12 7.6
32D821K 34.0 39.0 250 10.0 12 7.2
32D781K 34.0 39.0 250 10.0 12 6.8
32D751K 34.0 39.0 250 10.0 12 6.5
32D681K 34.0 39.0 250 10.0 12 6.4
32D621K 34.0 39.0 250 10.0 12 6.4
32D561K 340 39.0 25.0 10.0 12 6.2
32D511K 34.0 39.0 25.0 10.0 12 5.8
32D471K 340 39.0 25.0 10.0 12 5.6
32D431K 34.0 39.0 25.0 10.0 12 53
32D391K 34.0 39.0 25.0 10.0 12 51
32D361K 34.0 39.0 25.0 10.0 12 5.0
32D331K 34.0 39.0 250 10.0 12 4.8
32D301K 34.0 39.0 250 10.0 12 4.7
32D271K 34.0 39.0 250 10.0 12 45
32D241K 34.0 39.0 250 10.0 12 43
32D221K 34.0 39.0 250 10.0 12 4.2
32D201K 34.0 39.0 250 10.0 12 41
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Note: Specifications given herein may be changed at any time without prior notice. Please confirm technical specifications before you order and/or use.
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