MOV Series A BB IRER

Case Type Surge Protector Device
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W5 | Feature

ISR MEFEAREN, TEBELZERDERE
BEORERESENSUNEHE

REVROUSFE, KIEHIE R

Very large surge withstanding capability with a compact size,

Fﬁ% Construction

B8/ kT BB
Disc/Block Type Varistor

JEEBANRR
Plastic case

WiEEBASE | Typical Application

ARESE, —

FARIRHEE
RIRER, B5, L8, 88, BERD KREHLEES)

Direct mounting on boards like a power distribution board protection
Relay or electromagnetic valve surge absorption
Surge absorption applications in broadcasting,
communications devices, traffic/railroad, agricultural
facilities, waterworks

available
Fast response to steep impulse voltage
Low clamping voltage for better surge protection

MEBEEIE Technical Data

, BHIE=ESHNER

Transistor, diode, IC, thyristor or triac semiconductor

REE, SR BN, BRENT TV ERIRE

AUgER~T Model Size

Disc:025mm ,®32mm; Square:34mm x34mm

TE/hERE58E Operating /Storage Temperature

-40°C ~ +85°C/-40°C ~ +125°C

SRR EM Withstanding Surge Current

®25mm :10000A , $32mm:15000A , 34mm x34mm:25000A

BT Approved Monogram

ULCSA

TUBFZRAER
Maximun Allowable Voltage

AC rms(V) DC(V)

[BREE R
Varistor Voltage
Vb(Vdc)

RAMHIER

Maximun Clamping Voltage(V)

MOV Series 130~1000 175~1465 185~1620 220~1800

225~1980

330~2970

WRBIEEN4mSE Approvals Standard And File No.

EER
Certificate No.

EmISR
Part No.

7 294
SBEET

25D201K~32D182K

Approved Monogram

32D201K~32D182K

1amEE

Related Standard
UL (USA) UL1449 E486000
CSA(Canada) UL1449 E486000
UL (USA) UL 1598B E317316

34S121K~34S152K
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MOV Series A BB IRER

Case Type Surge Protector Device

B RIFM Electrical Characteristics

BATHORER  ya/me SABE®RS2MS onene LCT S
AL Allowable 105?%;%’ S sWul:heStggfrg% Rateé/bOWER xiﬂztoer Clamping
Paur?c No. Voltage H 9 9 Voltage
AC DC ) 1 Time (KA) (W) at1mA
V) V) 25D 32D BZN 25D 32D 34S 25D 32D V) V)
182K 1000 1465 | 1100 | 1300 | 1500 10 15 25 1.0 12 14 1800(1620-1980) 2970
152K 900 1200 950 | 1000 | 1200 10 15 25 1 12 14 1500(1350-1650) 2475
122K 750 970 785 960 | 1150 10 15 25 1 12 14 1200(1080-1320) 1925
112K 680 895 685 875 | 1100 10 15 25 1 12 14 1100(990-1210) 1815
102K 660 850 620 795 | 1040 10 15 25 1 12 14 1000(900-1100) 1650
911K 575 745 560 725 960 10 15 25 1 12 14 910(819-1001) 1500
821K 510 675 505 655 900 10 15 25 1 12 14 820(738-902) 1355
781K 485 640 485 620 820 10 15 25 1 12 14 780(702-858) 1290
751K 480 640 460 590 780 10 15 25 1 12 14 750(675-825) 1240
681K 420 560 430 540 740 10 15 25 1 12 14 680(612-748) 1120
621K 385 505 425 540 700 10 15 25 1 12 14 620(558-682) 1025
561K 350 460 420 490 660 10 15 25 1 12 14 560(504-616) 920
511K 320 420 420 440 640 10 15 25 1 12 14 510(459-561) 845
471K 300 385 385 390 600 10 15 25 1 12 14 470(423-517) 775
431K 275 370 335 365 550 10 15 25 1 12 14 430(387-473) 710
391K 250 330 300 335 490 10 15 25 1 12 14 390(351-429) 650
361K 230 300 245 305 460 10 15 25 1 12 14 360(324-396) 595
331K 210 275 230 295 430 10 15 25 1 12 14 330(297-363) 550
301K 190 250 220 275 410 10 15 25 1 12 14 300(270-330) 505
271K 175 225 210 260 390 10 15 25 1 12 14 270(243-297) 455
241K 150 200 190 245 360 10 15 25 1 12 14 240(216-264) 395
221K 140 180 170 235 330 10 15 25 1 12 14 220(198-242) 360
201K 130 175 155 215 310 10 15 25 1 12 14 200(185-225) 330

oE: 25D SR APRAIEEAIGIER 150A ; 32D HAIRBIEERIEE R 200A ; 34S S AFRHIEEAIGER 300A
Note: 25D Clamping voltage testing current 150A; 32D Clamping voltaqe testlnq current 200A;  34S Clamping voltage testing current 300A
x AERERBISIBESE, A ——E5, STHE R > A, A OERIEEENS

Note: Specifications given herein may be changed at any time without prior notice. Please confirm technical specifications before you order and/or use.
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