Film Capacitors|E I3 & &

JEC's complete line of film capacitors, are designed for use in all types of electronic equipment
including power and alternative energy, industrial, telecommunications, automotive, military, medical
and consumer electronics applications.




MPX (MKP) series 1%l EJRE % THEE S -X1 350VAC

B &1 | Feature

FRIX1 S - BEBHAWBHNZRMMENTEES

HAlR  EERES
RERY - BRE DT EMESR

Class X1,Particularly high reliability against active and passive flammability

Excellent self-healing as well as high voltage strength
High degree of interference suppression due to good attenuation and low ESR

MPX (MKP) series #1%IEE

B 514 | Feature

Interferon Suppression Capacitor -X1 350VAC ©®

B #EEA%EE | Typical Application JEC
BRRSE  BR - i - 85 - BEIKEEED
BARMEEERAAN AT EREERRNIER

Widely used in high frequency, DC, AC and pulse circuits

Suitable for use in situations where failure of capacitor would not lead to danger

of electric shock

it EEsk 28R 124 Specification Reference Standard | IEC 60384 ; UL 60384 ; GB/T14472

SR KRR Climatic and Passive Flammability 40/110/56/B
TEREE Operation Temperature Range -40°C~110°C
ZHE E B Rated Voltage 350VAC at 50/60Hz

Er e

EA 2 [E Capacitance Range

0.0047pF~6.8puF

Eoae=

EA={Rm=E Capacitance Tolerance

+5%(J),£10%(K), £20%(M)

M& 2 Voltage Proof

T-T 1500VDC at 60 sec; T-C 2200VAC at 60 sec

#8428 Insulation Resistance

CR=<0.33pF,IR=15000MQ ; CR>0.33uF, IR=5000 MQ/CAP(uF)

B#EAIET]) Dissipation Factor

0.1% Max, at 1KHz and 20°C

R TIEES-X2 310VAC

BRI X2 S - BEBAWBN SRR TELES

BAtE  BERES
RERY - BRE DT EMESR

Class X2,Particularly high reliability against active and passive flammability

Excellent self-healing as well as high voltage strength
High degree of interference suppression due to good attenuation and low ESR

I\/I PX (M KP)_Iserles HNHIEE

CIass X2 Part|cularly high re
llent self-healin el
gree of inte

Interferon Suppression Capacitor -X2 310VAC

B EERERL%EYE | Typical Application

BRARSE  BR JIR - B8 - BEKEERP
BRAREESRAUN AT ERELERBRNIER

Widely used in high frequency, DC, AC and pulse circuits

Suitable for use in situations where failure of capacitor would not lead to danger
of electric shock

it EEsk 28R I1R#E Specification Reference Standard | IEC 60384 ; UL 60384 ; GB/T14472

SIE KRR Climatic and Passive Flammability 40/110/56/B
T {ERE#E Operation Temperature Range -40°C~110°C
RETEE B Rated Voltage 310VAC at 50/60Hz

EBEA £&E Capacitance Range

0.001pF~2.2pF

ﬁ’“sﬁ% Capacitance Tolerance

+5%(J),£10%(K), £20%(M)

M &2 Voltage Proof

T-T 1300VDC at 60 sec; T-C 2100VAC at 60 sec

#8428 Insulation Resistance

CR=<0.33pF,IR=15000MQ ; CR>0.33pF, IR=5000 MQ/CAP(uF)

#E#E A [E1)) Dissipation Factor

0.1% Max, at 1KHz and 20°C

S RETEESR-X2 275VAC Miiase Suppression Capacitor -X2 275VAC

B EERERL%EYE | Typical Application

BRARSE BRI B8 BEKEERP
BAREESRIUN AT ERELRBRNIER

Widely used in high frequency, DC, AC and pulse circuits

Suitable for use in situations where failure of capacitor would not lead to danger
of electric shock

IEC 60384 ; UL 60384 ; GB/T14472

mability 40/110/56/B
ge -40°C~110°C
275VAC at 50/60Hz

0.001pF~2.2pF

+5%(J),£10%(K),£20%(M)

T-T 1200VDC at 60 sec ; T-C 2000VAC at 60 sec

CR<0.33pF,IR=15000MQ ; CR>0.33pF, IR=5000 MQ/CAP(F)

0.1% Max, at 1KHz and 20°C




MPX (MKP) series #l5|EREM# TEEZS-Y2 250VAC

Interferon Suppression Capacitor -Y2 250VAC

B 514 | Feature

R Y2 4R - HEEBHWENSAUNTELS

BRE  BERES

TREL - BHRE - METE R

Class Y2,Particularly high reliability against active and passive flammability
Excellent self-healing as well as high voltage strength

High degree of interference suppression due to good attenuation and low ESR

@

W #EERE JEC

BRARSE - BR

Typical Application

R BE - BERKESED
BERRIGEERRAUNASERNEERBRER
Widely used in high frequency, DC, AC and pulse circuits
Suitable for use in situations where failure of capacitor would not lead to danger
of electric shock

e EEsk £ R12# Specification Reference Standard | IEC 60384 ; UL 60384 ; GB/T14472
0.1uF K 250V~Y2 SE KPRAZE AR Climatic and Passive Flammability 40/110/56/B
JEC 40/110/56/8 T1EREEE Operation Temperature Range -40°C~110°C
@‘" %5 7E E B Rated Voltage 250VAC at 50/60Hz
A is EA 8§ Capacitance Range 0.001pF~0.1pF
leCo0=a4-14 BAE{RE Capacitance Tolerance +£5%(J),£10%(K), £20%(M)

T-T 3000VDC at 1 sec; T-C 2200VAC at 60 sec

M& 2 Voltage Proof
‘ ‘ #8425 [ Insulation Resistance

IR=30000MQ

B AT Dissipation Factor

0.1% Max, at 1KHz and 20°C

[=1=}

MPP (CBB21) series & BB RGEE SR

Metallized Polypropylene Film Capacitor

B &1 | Feature

SE8 / 85

FFRENEBIRIL

SIEER/) - BRENR

High volume/capacitance ratio

Very low dielectric absorption

Low loss at high frequency, Self-healing

#4857 Climatic Category

FlTEE K 28R 1Z % Specification Reference Standard

B EErEB4EE | Typical Application

BZRREE - BR - [RMkEEEP

BRAREKRER/) - MAEBENTE SKRIESK

Widely used in high frequency, DC, AC and pulse circuits

Providing optimum performance with small size in S- correction circuits for
colour TV set

GB/T 14579 (IEC 60384-17)
55/105/21

TERE#E Operation Temperature Range

-55°C~105°C( +85°C~+105°C : decreasing factorl.25% per°C for Ug )

ZAZEE [ Rated Voltage

100 /250 /400 /630 /1000 VDC

e =

EA =4#[E Capacitance Range

0.001pF~3.3pF

SE ="

EA={R= Capacitance Tolerance

+5%(J), £10%(K)

M &/ Voltage Proof

1.5UR,5sec

#B42 & A Insulation Resistance

CR<0.33pF,IR=15000MQ ; CR>0.33pF, IR=5000 MQ/CAP(uF)

B AIET]) Dissipation Factor

0.1% Max, at 1KHz and 20°C

[=1=}

MPC (CBB23) series € B{L B R G IEE A 23

Metallized Polypropylene Film Capacitor

B =14 | Feature

SRR IR E

EETENS

BREIFR(ULIA V-0) - [RIAIREIESR

High pulse strength

High contact reliability

Plastic case (UL94 V-0), Epoxy resin sealing

B EERERL%EYE | Typical Application
BZRNESE - BER - ORMIKEEEP

SRR S TR

Widely used in high frequency, DC, AC and pulse circuits
High frequency coupling and decoupling

Oscillating circuits

g EK 2 ERZ % Specification Reference Standard

S1z%E 5| Climatic Category

GB/T 10190 (IEC 60384-16)
55/105/56

JEC MPC T{ERE#E Operation Temperature Range -55°C~105°C( +85°C~+105°C : decreasing factor1.25% per°C for Ug )
XHE & /B Rated Voltage 160 /250 /400 /630 /1000 /1600 /2000 VDC
334K 630V = 9

&5 =£26# Capacitance Range

0.000564F ~15uF

=SSPl

EAERE Capacitance Tolerance

+5%(J), £10%(K)

M€ Voltage Proof

1.5UR,5sec

4842 &M Insulation Resistance

CR<0.33uF,IR=15000MQ ; CR>0.33pF, IR=5000 MQ/CAP(uF)

B AIET]) Dissipation Factor

0.1% Max, at 1KHz and 20°C




MPA/T (CBB20/19) series #io & BB R IGE

Axial Leaded Metallized Polypr "‘—-:':E‘“

B &1 | Feature

REE\HE EESR-5IR

SHAYSRMEE

BRARESM

Self-healing property, Low DF, low ESR - High IR
Excellent frequency characteristics

Excellent temperature characteristics

1245 Climatic Category

it EEsk 2 8RR 4 Specification Reference Standard | GB/T 10190 (IEC 60384-16)

W #EERAEE | Typical Application
- BRRSMDRAER
i IAERHE S

udio-circuit
 High frequency and high current c
General purpose circui

TEREE Operation Temperature Range

ZAE B Rated Voltage

actorl.25% per°C for Ug )
‘ﬂvll"ml‘»'nk i

[SSPE=!

E A £%& Capacitance Range

Eoae=

EA2/R= Capacitance Tolerance

£

M& 2 Voltage Proof

Sse

N

#8428 Insulation Resistance

B#EAIET]) Dissipation Factor

0.3
%]

PPS (CBB81) series SR B {ELRREIR/SETNES =
B 514 | Feature

Ao EE 58

Sk

B/R/ - AEDRTTN

Very high pulse strength

Self-healing properties

Low loss and small inherent temperature rise

12385 Climatic Category

KT EEsk £ BRIZ#E Specification Reference Standard

GB/T 10190 (IEC 60384-16)
40/105/21

T ERE#E Operation Temperature Range

-40°C~105°C( +85°C~+105°C : decreasing factorl.25% per°C for Ug )

38725 F Rated Voltage

800 /1000 /1250 /1600 / 2000 VDC

E

apacitance Range

0.001pF~0.1pF

apacitance Tolerance

+5%()) -~ £10%(K)

je Proof

1.5UR, 5sec

lation Resistance

CR=<0.33pF,IR=15000MQ ; CR>0.33pF, IR=5000 MQ/CAP(uF)

ssipation Facte

0.1% Max, at 1KHz and 20°C

sssco BELL T

-

PPN (CBB13) series BRR G E/SET ER 23

blypropylene Film/Foil Capacitor

««f] %1% | Feature
FEXERR  BRIBGEER  REE
BENERNRERFMY

MEESRT - FEHEN
Film/foil, non-inductive wound type, dipped
Excellent frequency and temperature characteristi

ry small loss even at high frequency

| l" Coffee Machin
¥

-
<
-

= |ﬁ Toaster Oven

L

~# Specification Reference Standard

B EERERL%EYE | Typical Application
BEZRREE - BRI ERE

EZRARBFE RS

Widely used in high frequency, DC and pulse circuits
Suitable for electronic ballast

GB/T 10188 (IEC 60384-13)

40/105/21

ation Te ture Range -40°C~105°C( +85°C~+105°C : decreasing factorl.25% per°C for Ug )
100 /250 /400 / 630 VDC

0.001uF~0.1pF
ance | +5%()) - +10%(K)
= 1.5UR, 5sec
CR=0.33uF,IR=15000MQ ; CR>0.33WF, IR=5000 MQ/CAP(uF)
Dissipation Fact 0.1% Max, at 1KHz and 20°C

JEC



MTP (CBB21S) series £E{EE

B 514 | Feature

AEARREE - MAED 5

i/ RARSHRERERRN—F

FEENNTERIE

Internal safety device, reliable performance

Small size, only half of the same specifications of the ordinary capacitor
Very low dielectric absorption

)<

Metallized Polypropylene Afety Film Capacitor

e firEEsk 28124 Specification Reference Standard

B #EEEASEE | Typical Application

RARRABER EFiEReS  ITHEESRRNPEERBEREK

(%0 : Dc-Link, Dc-filter and P.F.C)

As intermediate circuit capacitors for SMPS, electronic ballast, Inverter
(i.e: Dc-Link, Dc-filter and P.F.C)

JEC

GB/T 10190 (IEC 60384-16)

S1E4E 5| Climatic Category 40/105/21

TEREE Operation Temperature Range -40°C~105°C( +85°C~+105°C : decreasing factorl.25% per°C for Ug )
ZHE E B Rated Voltage 450 /520 /630 VDC

BAE#[E Capacitance Range 0.027pF~10pF

BA21R=E Capacitance Tolerance +5%(J)) > £10%(K)

M&JE Voltage Proof 1.5UR, 5sec

#8428 H Insulation Resistance CR=<0.33uF,IR=15000MQ ; CR>0.33pF, IR=5000 MQ/CAP(uF)
B#EAIET]) Dissipation Factor 0.1% Max, at 1KHz and 20°C

TPC (CBB23S) series € BILERBLZEIE

B 514 | Feature

RNEARREE - HEDSE

it/ RARSHRERERREN—F

FFEERNTERIE

Internal safety device, reliable performance

Small size, only half of the same specifications of the ordinary capacitor
Very low dielectric absorption

RATE Kk 208 1% % Specification Reference Standard

Metallized Polypropylene Afety Film Capacitor

B EEEA%SE | Typical Application

RRFAFEIR - EFiEnes  THEESESNPEBEBE R

(@ : Dc-Link, Dc-filter and P.F.C)

As intermediate circuit capacitors for SMPS, electronic ballast, Inverter
(i.e: Dc-Link, Dc-filter and P.F.C)

GB/T 10190 (IEC 60384-16)

| 12487 Climatic Category 40/105/21
JEC TPC T{ERE#E Operation Temperature Range -40°C~105°C( +85°C~+105°C : decreasing factorl.25% per°C for Ug )
104K 630V RAZEE B Rated Voltage 450 /520 /630 VDC

B & £#[E Capacitance Range 0.027pF~8.2uF
EAXERm=E Capacitance Tolerance +5%(J) ~ +10%(K)

| 1 MEJE Voltage Proof 1.5UR, 5sec

#B#2 8 Insulation Resistance CR<0.33pF,IR=15000MQ ; CR>0.33puF, IR=5000 MQ/CAP(uF)
‘ f #E#E A 1LY Dissipation Factor 0.15% Mayx, at 1KHz and 20°C

PDK (MMKP82) series £ HEEB(EBR R GIEE A 23

Double Metallized Polypropylene Film Capacitor

B 514 | Feature

EHEEER BZEARSE - SERIKEEEE

B AESEA) - REFSRERHY

Double sided metallized structure, widely used in high voltage ,high frenquency
and pulse circuit

Low loss and small inherent temperature rise ,negative temperature

coefficient of capacitance

B EERERL%EYE | Typical Application
BEZEAREESRIKEEEP

EriEnaMEseE P

TRUTAN SCR Z2IREB RS

Widely used in high voltage, high frenquency and pulse circuit
Lamp capacitor for electronic ballast and compact lamps
SNUBBER and SCR commutating circuits

GB/T 14579 (IEC 60384-17)

g K 2 ERR % Specification Reference Standard

siz#8Rl Climatic Category

40/105/21

JEC PDK T{ERE#EE Operation Temperature Range -40°C~105°C( +85°C~+105°C : decreasing factorl.25% per°C for Ug )
103K 1200V %87 BB Rated Voltage 630 /1000 /1250 /1600 /2000 VDC

EEA £&3E Capacitance Range

0.001pF~0.12pF

EAX£fRmz= Capacitance Tolerance +5%(J)) ~ £10%(K)
1.5UR, 2sec

4842 & Insulation Resistance

CR<0.33uF,IR=15000MQ ; CR>0.33pF, IR=5000 MQ/CAP(uF)

{ l M€ B2 Voltage Proof
|

BFEAIEL] Dissipation Factor

0.1% Max, at 1KHz and 20°C




+_\_

AN

MCB (CBB61) series £ EB{ERERKEIER

\

Metallized Polypropylene Film AC Motor Capacitor

B 514 | Feature
SIS

HEERE - IEMS
BREANR(ULI4 V-0) -
Self-healing property
Extremely stable performance and reliability
Plastic case (UL94 V-0), Epoxy resin sealing

R REMARIETT

RATEE K 28R 1Z % Specification Reference Standard

B E=EERB%EE | Typical Application

BARERS 50/60Hz R EREBNEREBEHILSTEE

Widely applied to starting and running of AC Single-phase motors at 50/60Hz
frequency power

UL810; EN60252 ; GB/T3667

SIERFEMEAR Climatic and Passive Flammability 40/85/21/C
TEREE Operation Temperature Range -40°C~85°C

ZAE B Rated Voltage

450VAC for P2;250 VAC,300 VAC,350 VAC,400 VAC,450VAC for PO

BAS#E Capacitance Range 1uF~10pF class-P0; 1uF~5uF class-P2
EAX=Rm=E Capacitance Tolerance +5%(J))

M&JE Voltage Proof 2.0UR, 2sec

#8428 H Insulation Resistance >3000MQ/CAP(uF)

B AT Dissipation Factor

0.2% Max, at 1KHz and 20°C

e =
/\E'

MEF (CL21) series @R/ EeEE

\

Metallized Polyester Film Capacitor

@

JEC

B 514 | Feature

REHER  BE/)  EEK Sok - 824Y
RRAMIREMAREH - Z2 1T - SMR—RME

Wide capacitance range, small size, and light weight,long life due to self-healing
effect

Flame retardation epoxy resin powder coating provides safety, the identical outer
appearance

S {285 Climatic Category

R Tk 281 % Specification Reference Standard

B = ERE | Typical Application
BRARSESREAEER
BRARBERN VHF RERNRER - B
EZ AR - EIkESESD

Widely used in high temperature light
Suitable for blocking, by-pass and coupling of DC and signals to VHF range

Widely used in filter and low pulse circuits

MnBdaE

GB/T 7332 (IEC 60384-2)
55/105/21

T {ERE#6E Operation Temperature Range

-55°C~105°C( +85°C~+105°C : decreasing factorl.25% per°C for Ug )

RETEE B Rated Voltage

63 /100 /250/400/630VDC

EBEA £&5E Capacitance Range 0.01uF~10pF
BEA 2= Capacitance Tolerance +5%(J) ~ £10%(K)
&2 Voltage Proof 1.5URr, 5sec

#B42 & A Insulation Resistance

CR<0.33pF,IR=15000MQ ; CR>0.33pF, IR=5000 MQ/CAP(uF)

#BFEAEL]) Dissipation Factor

1% Max, at 1KHz and 20°C

e =
/\E'

MEC (CL23) series £ B{EE / BelEEE

\

Metallized Polyester Film Capacitor

B 514 | Feature

SAE / BALL

BHREEE 8

=R

High volume/capacitance ratio
Self-healing

High moisture resistance

B EERERL%EYE | Typical Application
B [RHE -85 R

IeiE s - ES - 2B

By-passing, blocking, coupling, decoupling

Pulse, long, timing, oscillator circuits

g K 2ER R % Specification Reference Standard

S1E%ER| Climatic Category

GB/T 7332 (IEC 60384-2)
55/105/56

JEC MEC l T{ERE#E Operation Temperature Range

-55°C~105°C( +85°C~+105°C : decreasing factorl.25% per°C for Ug )

224K 630V EREE[E Rated Voltage

63 /100 /250/400/630VDC

BEA =4 Capacitance Range

0.0022pF~47uF

EE/\

| A =fm= Capacitance Tolerance

+5%(J) ~ +10%(K)

1.5UR, 5sec

#8432 Insulation Resistance

CR<0.33uF,IR=15000MQ ; CR>0.33pF, IR=5000 MQ/CAP(uF)

| fiyEE [ Voltage Proof
[
|

#BFEAIET]) Dissipation Factor

1% Max, at 1KHz and 20°C

JEC



MEA /T (CL20/19) series #im £ B{ELR O EEIRES 25

B 514 | Feature

BRE/)  EEK - BRMEESR

SNEIERIEB G - minEtEasbs
Small size, light weight, excellent self-healing property
Wrapped with polyester adhesive tape and ends filled

Axial Leaded Metallized Polyester Film Capacitor

B E=EERB%EE | Typical Application

fRER - BEMBS (=38)

BARE FRENERMIKENERS

Suitable for blocking, by-pass, coupling, and decoupling
Suitable for DC impulse and pulse circuit

AT E K £ BB 1F % Specification Reference Standard GB/T 7332 (IEC 60384-2)

S1E%ER Climatic Category 40/105/21

TEREE Operation Temperature Range -40°C~105°C

ZHE E B Rated Voltage 50 /63 /100 /160 /250 /400 /630 VDC

BAE#[E Capacitance Range 0.01puF~33uF

BA21R=E Capacitance Tolerance +5%()) ~ £10%(K)

M&JE Voltage Proof 1.6UR, 2sec

#8#25H Insulation Resistance CR<0.33pF,IR=15000MQ ; CR>0.33uF, IR=5000 MQ/CAP(uF)
B#EAIET]) Dissipation Factor 1% Max, at 1KHz and 20°C

MEM (CL21X) series N b BIER L ARIEE A S

B &1 | Feature
BEE/N - BT

FRIAMIREMAREE - 22 M - IMNE— BT
Small size and excellent self-healing property

Flame retardation epoxy resin powder coating provides safety, the identical outer

appearance

Miniaturized Metallized Polyester Film Capacitor

B #EERE | Typical Application

fRER - BEAMBE (=#8)

EZ RN - EIKEARES

RARFREIR - BFERRNERS P EERERRK

Suitable for blocking, by-pass, coupling, and decoupling

Widely used in filter and low pulse circuits

As intermediate circuit capacitors for SMPS, Electronic Ballast Inverter

AT R 2 BRF# Specification Reference Standard | GB/T 7332 (IEC 60384-2)

SEHERI Climatic Category

55/105/21

TERE#E Operation Temperature Range

-55°C~105°C( +85°C~+105°C : decreasing factorl.25% per°C for Ug )

ZATE B[R Rated Voltage

63 /100 /250 VDC

BAE#[E Capacitance Range 0.001pF~1pF
BAZ1R=E Capacitance Tolerance +5%(J) ~ £10%(K)
M&JE Voltage Proof 1.5UR, 5sec

#B4% 8 Insulation Resistance

CR<0.33pF,IR=15000MQ ; CR>0.33pF, IR=5000 MQ/CAP(uF)

#BFEAIEY]) Dissipation Factor

1% Max, at 1KHz and 20°C

MEB (CL23B) series /N {EEBIEREJAEIEER S

B 551 | Feature
BERE/N - AL
MAKERE 58
SasEY

Small size and excellent self-healing property

High dv/dt ability
High reliability

%

Miniaturized Metallized Polyester Film Capacitor

B EERERL%EYE | Typical Application

i fRE - 85 - BR

ARERIRBEE S - FRERRE TR

LCD BB - ABEERGENSITE

By-passing, blocking, coupling, decoupling

For DC or pulse circuit, especially suitable for program-controlled switches
Invert for LCD monitors, automotive DC motor suppression

R T K 288 1% % Specification Reference Standard | GB/T 7332 (IEC 60384-2)

SiE%ER| Climatic Category

55/105/56

T{ERE#E Operation Temperature Range

-55°C~105°C( +85°C~+105°C : decreasing factorl.25% per°C for Ug )

ZATE B[R Rated Voltage

63 /100 /250 VDC

BAE#E Capacitance Range 0.001pF~1pF
BAE1RE Capacitance Tolerance +5%(J) ~ +10%(K)
fiyEEE Voltage Proof 1.5UR, 5sec

4845 Insulation Resistance

CR<0.33uF,IR=15000MQ ; CR>0.33pF, IR=5000 MQ/CAP(uF)

#BFEAIET]) Dissipation Factor

1% Max, at 1KHz and 20°C




MTE (CL21S) series €B{EE /B

B 514 | Feature

NEAERREE - a5

i/ RARSHRERERRN—F

FEENNTERIE

Internal safety device, reliable performance

Small size, only half of the same specifications of the ordinary capacitor
Very low dielectric absorption

Sf2%8A Climatic Category

RATEE K 28R 1Z % Specification Reference Standard

Metallized Polyester Afety Film Capacitor ©®

B #EEEASEE | Typical Application

RARRABER - EFiEReS  THEESRERNPBHER
(80 : Dc-Link, Dc-filter and P.F.C)

As intermediate circuit capacitors for SMPS, electronic ballast, Inverter
(i.e: Dc-Link, Dc-filter and P.F.C)

JEC

GB/T 7332 (IEC 60384-2)
55/105/21

TEREE Operation Temperature Range

—55°C‘~‘105°C( +85°C~+105°C : decreasing factorl.25% per°C for Ug )

ZAE B Rated Voltage

250 /400 /450 /630 VDC

BAE#[E Capacitance Range 0.01puF~10pF
BA21R=E Capacitance Tolerance +5%(J)) ~ £10%(K)
M&JE Voltage Proof 1.5UR, S5sec

#B84% 8 Insulation Resistance

CR=<0.33pF,IR=15000MQ ; CR>0.33pF, IR=5000 MQ/CAP(uF)

BFEAIET]) Dissipation Factor

1% Max, at 1KHz and 20°C

TEC (CL23S) series BB /B2 2

B &1 | Feature

NEARBREE - HEED5E

it/ RARSHRERERREN—F

FFEERNTERIE

Internal safety device, reliable performance

Small size, only half of the same specifications of the ordinary capacitor
Very low dielectric absorption

1245 Climatic Category

Metallized Polyester Afety Film Capacitor

it ZEsk £ BB IZ# Specification Reference Standard

B EERERL%EYE | Typical Application

RARREEIR - EFi#EnNs  THEESREFNPEER
(#0 : Dc-Link, Dc-filter and P.F.C)

As intermediate circuit capacitors for SMPS, electronic ballast, Inverter
(i.e: Dc-Link, Dc-filter and P.F.C)

GB/T 7332 (IEC 60384-2)
55/105/21

T {ERE#E Operation Temperature Range

-55°C~105°C( +85°C~+105°C : decreasing factorl.25% per°C for Ug )

ZAZEE [ Rated Voltage

250 /400 /450 /630 VDC

B A £#E Capacitance Range 0.01uF~10pF
BA21R=E Capacitance Tolerance +5%(J) ~ £10%(K)
&2 Voltage Proof 1.5URr, 5sec

#8428 A Insulation Resistance

CR<0.33pF,IR=15000MQ ; CR>0.33pF, IR=5000 MQ/CAP(uF)

#BFEAIEL]) Dissipation Factor

1% Max, at 1KHz and 20°C

PEI (CL11) series BB BRI BEEER R

Inductive Polyester Film/Foil Capacitor

B 514 | Feature

SIREEMENER - 5575/

REMEETRE  BRe JMNEMY - HHEE

Dissipation factor is small because the leads are welded directly on the foil
Epoxy resin vacuum-dipped,enhance the mechanical strength and humidity
resistance

128 R Climatic Category

T E K28R 1E# Specification Reference Standard

B EERERL%EYE | Typical Application
BRARSEESFREPNER - EIKERE
BARSESREEEER

Widely used in DC and low pulse circuits
Widely used in high temperature light

| GB/T 6346 (IEC 60384-11)
55/100/21

TERE#E Operation Temperature Range

-55°C~100°C ( +85°C~+100°C : decreasing factorl.25% per°C for Ug )

ZA7E B[R Rated Voltage

100 /250 /400 /630 /1000 VDC

Eoe = A

EX238E Capacitance Range

0.0001pF ~0.47F

BB ER=E Capacitance Tolerance +5%()) ~ £10%(K)
& & Voltage Proof 2.0UR, 5sec

CR<0.1pF, IR=30000MC;CR>0.1pF, IR=10000MQ

' #B#2 8 Insulation Resistance
#BFEAIEY]) Dissipation Factor

1% Max, at 1KHz and 20°C

JEC



BRI R = ARt 57 ~30 & AR AN ..
JEC BRRAZE(ZR)EFTHNRE1986 FENES BEREES SRR BERENZEEA
500VAC SR LA, R JEC fFRITRATERIMAL
Eﬁqi’rﬂ JEC B1% 1998 F ot R/IR/EIMN/pE R TMAHE RS, FE "R IN—REFPRHE "=
ERAEREIFEAZE R AIBE N ZEREKBENHERRES 40 TEBXRINREHREBEER.

Founded in Taiwan, operate in Taiwan and Mainland China in depth, meanwhile trying to develpe in around
the world, through 30 years of experience and already establish a strong business structure..

JEC's has become security (safety) electronic components synonymous. Since 1986 ceramic capacitors,
then film capacitors and Zinc oxide surge absorber have been put into production, even 500VAC high voltage
of safety capacitors enter the field, all these highlight the JEC's position as the industry leader.

In the mainland, JEC early in 1998 and after in Dongguan / Shantou / Suzhou / Chengdu, has setup
factories and sales companies. Adhering to the "consistent customer service" purpose, to pursue constant
innovation, consolidate and develop an inexhaustible motive force, over the years covering the global sales
network, has been providing quality products for more than 40 countries and regions.
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REMZBESTERLAT

JHY HSU(JEC) ELECTRONICS. , LTD.
ithilt : BERABRE MBS ERENE
[EBEEIER

TEL:+86-769-8831 3601
FAX:+86-769-8831 3603

E-Mail: jec@es—ycap. com

(=)

ESEEsaRAT

JHY HSU(JEC) ELECTRONICS. , LTD.
ik : B EPHARBITIE 222
B 648

TEL:+886-4-2275 2703
FAX:+886-4-2275 2236

E-Mail: jec@es—ycap.com

% (4 B = RE48:4008280301

SLER

HFNZREIERAT

SUZHOU HONG-PIN ELECTRONICS. , LTD.

U ST BB EFINHENERIREEZ T 3=
EIENES 31 5%

TEL:+86-512-6673 5222
FAX:+86-512-6673 5223

E-Mail: jec@es—ycap. com

58

HBEPETERAT

JHY CHUNG ELECTRONIC CO., LIMITED.
ik BB N B ANEREER 1 57 10 18
TEL:+852-2736 3383

FAX:+852-2735 2168

E-Mail: jec@es—ycap. com
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